PROJECT DESCRIPTION

l. GENERAL

This porfion of the project invelves the modification of the existing traffic signal at the
intersection of MD 133 and Stevensons Road In Baltimore County Maryland. MD 133 runs in a
North-South direction,

Il INTERSECTION OPERATICN

The proposed traffic signal will operate In a NEMA three (3 )phase, fully traffic actuated
mode with northbound and scuthbound approaches operating concurrently. The westbound
approaches will operate seperatly.

The existing elght phase fully traffic actuated confroller will remain. New wiring will be
brought into the cabinet.

Il SPECIAL NOTES

l. 1T Is the responsiblity of The contractor to confirm geometrics prior to placing signal
squipment.

2. The signal shop will be notified to perform interna wiring of the cabinet at MD 133 e
Stenenson Road. All cable shall be identfifled and brought into the controller by the
confractor. The contractor shall notify Mr. Edward Rodenhizer, SHA Signal Shop at
(410) 787-7650 seventy-two (72) hours 'n advance of this work.

3. The Maryland State Highway Administration District *4 will be given at least seven (1) days
notice To perform striping through the Intersection area. Contact Mr. Randall Scott at
(4101 321 - 2781 to initiate this operation.

4. MOT Plates for this preoject wili be as follews: 104.00 to 104.00-12, 104.01-0i, 104.02-0l, 104.03-0I,
104,75 '

5. Upon completion of this project The contractor shall notify Mr. Robert Snyder of SHA at
40-7187-7635 to arrange for the phone line instalation. The contractor is to provide
Mr.Snyder with the nearest sfreet address, zip code, and phone.

EQUIPMENT LIST

A, EQUIPMENT TO BE SUPPLIED BY SHA AND INSTALLED BY THE

NOTE: ALL EQUIPMENT AND MATERIAL NOT LISTED

ABOVE WILL BECOME THE PROPERTY OF THE

CONTRACTOR.

THE FOLLOWING CONTACT PERSONS FOR

DISTRICT # 4 ARE AS FOLLOWS:

Mr. David Malkowski
District Engineer

CONTRACTOR:
CATAGORY
CODE SPEC. *  QUANTITY DESCRIPTION
900000 813 42 S.F. SHEET ALUMINUM SIGNS
- 2 EA R3-5L SIGN 30"X36"
- LEA RIO-T(2) SIGN 24'%30"
- JEA D32 SIGN 96'%32" (SINGLE FACED)
B. CQUIPMENT TO BE FURNISHED AND INSTALLED BY THE CONTRACTOR:
CATAGORY
CODE SPEC. # QUANTITY DESCRIPTION
585624 SP-555 o LF FURNISH AND INSTALL 24 IN. WHITE HEAT APPLIED PERMANENT PREFORMED PAVEMINT MARKING TAPE
861104 810 100 LF FURNISH AND INSTALL ELECTRICAL CABLE 2 - (ALUMINMUM SHIELDED)
861107 810 30 LF FURNISH AND INSTALL ELECTRICAL CABLE 5 - CONDUCTOR NO.I4 AWG
861108 810 275 LF FURNISH AND INSTALL ELECTRICAL CABLE 7 - CONDUCTOR *#14 AWG
86210l 810 1300 LF  FURNISH AND INSTALL LOOP WIRE ENCASED IN FLEXABLE TUBING NO.14 AWG
800000 810 2 EA INSTALL MICROLOOP PROBE SET - 500 FT LFAD IN
862102 815 45 LF FURNISH AND INSTALL SAWCUT (FOR SIGNAL LOOP DETECTORS)
805160 805 10 LF FURNISH AND INSTALL I*LIGUD TIGHT FLEXIBLE NON- METALLIC
CONDUIT (DETFCTOR WIRE SLEEVE)
8050l 805 30 LF FURNISH AND INSTALL [* ELECTRICAL CONDUIT (GALVANIZED SLEEVE)
813015 813 42 SF INSTALL OVERHEAD MOUNTED SIGNS
860272 814 6 EA. FURNISH AND INSTALL 12 IN. VECHICULAR TRAFFIC SIGNAL HEAD SECTION (BLACK FACED)
800000 818 | EA. FURNISH AND INSTALL 50 FT.MAST ARM POLZ ON EXISTING SIGNAL POLE
800000 LS. REMOVE AND DISPOSE OF EXISTING SIGNAL EQUIPMENT (STEEL SPAN WIRE, SIGNAL HEADS).
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